WO 03/080969 


PCT/FI03/00196 


6 

CLAIMS 

1. A disc tumbler lock, which comprises a lock case (1), which includes a bolt (3) 
displaceable with a key of the lock and a number of locking discs (13) provided 

5 with locking channels (17) and which are displaceable with the key of the lock 
against the force of a spring (14) to open the lock and for guiding the movements 
of which the lock case is equipped with stationary guiding members (8,9), and a 
locking pin (12) dependent on the movements of the bolt and which is arranged to 
cooperate with the locking channels (17) of the locking discs, characterized by 

10 the combination, that at least one of the locking discs (13) is provided, in a man- 
ner known per se, with gripping means (18), which, when the bolt (3) is pressed 
inwards to the lock case, are arranged to cooperate with counter means (19) ar- 
ranged in the lock case for preventing the displacement of the said at least one 
locking disc (13), and that the said at least one locking disc (13) is spring-loaded 

15 to turn the locking disc around a first guiding member (8) against a second guid- 
ing member (9) so that the said second guiding member (9) guides the said at 
least one locking disc (13) substantially in the direction towards the head of the 
bolt (3) to be protruded out from the lock case. 

20 2. A disc tumbler lock according to claim 1 , characterized in that the spring turn- 
ing the said locking disc (13) is a return spring (14) for the locking disc. 

3. A disc tumbler lock according to claim 1 or 2, characterized in that the coun- 
ter means (19) arranged in the lock case comprise one or several gripping mem- 

25 bers (1 9) provided at the bottom of the lock case. 

4. A disc tumbler lock according to any one of the preceding claims, character- 
ized in that the said second guiding member (9) is arranged to guide also the re- 
ciprocal movements of the bolt (3) out from the lock case and into the lock case. 

30 

5. A disc tumbler lock according to any one of the preceding claims, character- 
ized in that the locking pin (12) and the locking channels (17) of the locking discs 
are arranged in the direction transversal with respect to the bolt's direction of dis- 
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placement at the same position as the said gripping means (18) and the counter 
means (19) thereof. 
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